Table of Vehicle Categories for Basic Toll Charges

| Toll Vehicle Category (vehicle category number) | Description of Vehicle Type | Number Plate |  |  | (Reference) Statutory Standards for the Structure of Vehicles etc. |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  | Size | Vehicle Class Code (upper digits) | Color | Size of Vehicle |  |  | Maximum load | Total vehicle weight | Passenger capacity | Engine |
|  |  |  |  |  | Length | Width | Height |  |  |  |  |
| Light vehicles etc. (Class 5) | Motorcycles (including those with side cars) |  |  |  |  |  |  |  |  |  | 126cc or more |
|  | Light vehicles (including three-wheelers) | Small plate |  |  |  |  |  |  |  |  | 360cc or less |
|  |  | Standard plate | $4 \cdot 5$ | Yellow lettering on black background Black lettering on yellow background | 3.4 m or less | $\begin{gathered} 1.48 \mathrm{~m} \text { or } \\ \text { less } \end{gathered}$ | $\underset{\text { less }}{2.0 \mathrm{~m} \text { or }}$ |  |  |  | 660cc or less |
| Standard-sized vehicles (Class 1) | Small-sized vehicles | Standard plate | 4-5 6-7 | Green lettering on white background White lettering on green background | $\underset{\text { less }}{4.7 \mathrm{~m} \text { or }}$ | $\begin{aligned} & 1.7 \mathrm{~m} \text { or } \\ & \text { less } \end{aligned}$ | $\underset{\text { less }}{2.0 \mathrm{~m} \text { or }}$ |  |  |  | $\begin{aligned} & \text { 2000cc or less } \\ & \text { for gasoline } \\ & \text {-powered } \\ & \text { vehicles } \end{aligned}$ |
|  | Standard passenger vehicles | $\begin{array}{\|c\|} \hline \text { Standard } \\ \text { plate } \end{array}$ | 3 |  |  |  |  |  |  | $\begin{array}{\|c\|} \hline 10 \text { people } \\ \text { or less } \end{array}$ |  |
| Medium-sized vehicles (Class 4) | Standard freight vehicles (with 3 axles or less) | $\begin{array}{\|c\|} \hline \text { Standard } \\ \text { plate } \end{array}$ | 1 |  |  |  |  | Less than | $\begin{aligned} & \text { Less than } \\ & \hline \end{aligned}$ |  |  |
|  | Micro-bus | $\begin{array}{\|l\|} \hline \text { Standard } \\ \text { plate } \end{array}$ | 2 |  |  |  |  |  | $\operatorname{Less}_{8 t}{ }^{\text {an }}{ }^{\text {an }}$ | $\begin{aligned} & \text { id } 11 \sim 29 \\ & \text { people } \\ & \hline \end{aligned}$ |  |
|  | Standard freight vehicles (tractor units with 2 axles) | Large plate | 1 |  |  |  |  | $\left(\begin{array}{c} \text { Fifth-wheel } \\ \text { coupling } \\ \text { load of } \\ 5 \text { t or more } \end{array}\right)$ |  |  |  |
| Large-sized vehicles (Class 2) | Standard freight vehicles (with 3 axles or less) | Large plate | 1 |  |  |  |  |  |  |  |  |
|  | Standard freight vehicles (tractor units with 3 axles) | Large plate | 1 |  |  |  |  | $\stackrel{5 \mathrm{t}}{\mathrm{f}} \mathrm{m}$ | $\stackrel{8 \mathrm{~B}}{\mathrm{8t}} \mathrm{~m}$ |  |  |
|  | Standard freight vehicles (Single unit vehicles with 4 axels at or below vehicle restriction order limit) | Large plate | 1 |  | $\underset{\text { less }}{12.0 \mathrm{~m}} \text { or }$ | $\underset{\substack{2.5 \mathrm{~m} \text { or } \\ \text { less }}}{ }$ | $\begin{gathered} 3.8 \mathrm{~m} \text { or } \\ \text { less } \end{gathered}$ |  | $20 \sim 25 t$ or less |  |  |
|  | Fixed-route buses (including buses used to travel back home) | Large plate | 2 |  |  |  |  |  | $\begin{gathered} 8 \mathrm{gt} \\ \text { or more } \end{gathered}$ | 30 people or more |  |
|  | Buses (other than fixed-route buses, with a chassis length less than 9 m and maximum passenger capacity of 29) | Large plate | 2 |  | $\left\|\begin{array}{c} \text { Less than } \\ 9.0 \mathrm{~m} \end{array}\right\|$ |  |  |  | $\stackrel{8 \mathrm{t}}{\stackrel{\text { or more }}{ }}$ | $\begin{array}{\|c} 29 \text { people } \\ \text { or less } \end{array}$ |  |
| Extra <br> Large-sized vehicles (Class 3) | Buses (Other than fixed-route buses, with a chassis length of 9 m or more, or a minimum passenger capacity of 30 or more)) | Large plate | 2 |  | 9.0 m or more |  |  |  | $\substack{8 t \\ \text { or } \\ \text { or more }}$ 30 people <br> or more |  |  |
|  | Standard freight vehicles (Single unit vehicles with 4 axles above vehicle restriction order limit ) | Large plate | 1 |  | (12.0m) | (2.5m) | (3.8m) |  | (20~25t) |  |  |
|  | Standard freight vehicles (Single units with 5 axles or more) | $\begin{aligned} & \text { Large } \\ & \text { plate } \end{aligned}$ | 1 |  |  |  |  |  |  |  |  |
|  | Special large-sized vehicles | $\begin{gathered} \text { Standard } \\ \text { plate } \end{gathered}$ | 9 |  |  |  |  |  |  |  |  |

(Note) Excludes articulated vehicles

